SF34 SPI Pixel Chasing RGBW Silicone LED Linear Flex

SF34-24V-5050-70-SP14-RGBW

Specification

Emitting Surface

19.0mm
[ 1

)

Technical Parameters

22.0mm
Dimension Vertical Bending Min. Bending Diameter
P ~
00 0 - ssC
SPI -
Programmable 1P68 -
— -40C
eeeeeeeee Dimmable il Ambient Temp
Bean Angle Pixel RGBW SPI Dimmable Submersible Ambient Temp.
@ \
o %
Class 3 K08 UVResistant | | Anti -Yellowing [ | FlameResistant
Class 3 LM-80 K08 UV resistant Anti-Yellowing ~ Flame Resistant
& Y C € RoHS @
aaaaaaaaaaaa Solvents Resist. Dirt Resistant. Syears warranty
Saltwate Resistant  Solvents Resistant Dirt Resistant CE RoHS Warranty

Electrical © o EmitingGolr

Input Voltage 24V DC . Red
Power Consumption 18W/m
Physical ‘ Green
LED Count 70 LEDs/m

. . . Blue
Cutting Unit 7 LEDs
Cutting Unit Length 100mm RGBW

Minimum Bend Diameter  400mm

Output 3000K

LED Light Epistar SMD LED 5050
Color RGBW(2700K/3000K/4000K/5000K)
Working Mode SPI
Pixels Quantity 10 Pixels/m
IC Chips UCs8904
Te R
B i
. Installation 0°C to 50°C

Single Feed sM Operatin 40°C to 55°C

Double Feed 16 M P 9
Beam Angle 120° Dependability

. Warranty 5 Years Warranty
Lumen Maintenance 70,000 Hours L70 @ 25°C
50,000 Hours L70 @ 50°C IP Rating IP68 Wet location submersible <2m
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SF34 SPI Pixel Chasing RGBW Silicone LED Linear Flex

Connection
Stand Alone
Madrix/ LED Player Controller
or e
CATS - —E “ . el
LED Driver
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7 o
Sub Controller >
LED Driver Middle Power
Ethernet Switch Connector
LED Driver
Cable length v
80m

SPI Signal Amplifier
Continous cable between light is suggested not more than 1m,

the total length of cable after amplifier is suggested not more
than 5m.
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